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CONNECTION  TO  THE  NEW  WATER  MEASUREMENT  SHAFT

THE  EXISTING  WATER  MEASUREMENT  SHAFT  TO  BE  REMOVED  AND  CONSTRUCTED

PROTECTIVE  STEEL  PIPE  FOR  PIPE  PASSAGE.  PIPES  (SPACE  TO  BE  FILLED  

WITH  PERMANENTLY  ELASTIC  MATERIAL)  plant  for  increasing  pressure  in  hydr.  network  

Q=2.8-5.5l/s  H=3-2bara,  N=2  x1.5kW
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in  a  typical  wall-mounted  metal  cabinet  at  1.5m  from  the  floor  
dim  500x500x144mm  

contents:

in  a  typical  wall-mounted  metal  cabinet  at  1.5m  from  the  floor  
dim  500x500x144mm  

contents:
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grease  plinth  1.5m/ /  
semi-dispersion  

ceramic.  tiles  2m /  
semi-dispersion  

ceram.  tiles  2m /
semi-dispersion  

semi-dispersion  
fat  plinth  1.5m/ /semi-

dispersion

NOTE  NOTE  

THE  HYDRANT  NETWORK  SHOULD  BE  RUN  WITH  GALVANIZED  PIPES  WITH  A  DIAMETER  OF  2  1/2"  AND  2"

at  3.4  m  from  floor  level  on  steel  supports  every  1.0  m  in  mandatory  

"ARMAFLEX"  insulation

ON  METAL  BRACKET  WITH  RUBBER  WASHERS  EVERY  1.0  m  IN  MANDATORY  INSULATION  TYPE  ARMAFLEX  OR  SIMILAR.

with  non-return  valve
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plasticized  hose  L=15m  +  5m  concentrated  jet  protection  zone  of  the  internal  wall  hydrant
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technical  room  -  water

Armstrong  

semi-dispersion  cast  epoxy  semi-dispersion  cast  epoxy  

semi-dispersion  semi-dispersion  facade  paint  facade  paint
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Special  Hospital  for  Psychiatric  Diseases
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concrete

THE  ROOM

Vršac,  st.  Podvrsanska  no.  13  

cadastral  plot  no.  4973  KO  Vršac

1:75
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11.59

the  ceiling

patient  preparation  

magnet  technical  room  10:00  a.m.  

magnetic  resonance  
imaging  (MRI)  inside  the  lining  of  the  FC

PVC

staff  toilet
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15.00 semi-dispersion
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Reconstruction  and  extension  of  building  no.  20  

magnetic  resonance  cabinet,  floor  space  P+0

Jelena  Petrov,  B.Sc.  civil  engineer  license  311  C607  05
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Armstrong  

semi-dispersion

MRI  control  room  12:50  p.m PVC

ACCESS  PLATEAU  FOR  VEHICLES

PZI  -  PROJECT  OF  HYDROTECHNICAL  INSTALLATIONS

PVC

5.80

PVC

13.47

11

toilet  for  patients

floor
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technical  room  -  electrical
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HV2  

Ø2  1/2"
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